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INCLUDED ACCESSORIES

BUILD AND ERGONOmICS

LASER RANGEfINDER, OpTICS, 
ILLUmINATOR

SENSOR, DISpLAYS, WI-fI, mEmORYSENSOR, DISpLAYS, WI-fI, mEmORY
•	 2560x1440 Quad-HD CmOS digital 

sensor 

•	 Allows for safe day and night 
observations

•	 5360 x 3008, 16.1 mp still images

•	 60/30 fps video capturing in 
various HD formats 

•	 Electronic image stabilization 
prevents blur

•	 AmOLED-Q displays deliver  
vivid images 

•	 Color, B&W, ‘Night Vision Green,’ 
and Amber modes

•	 Wi-fi video streaming to iOS  
or Android 

•	 Up to 128GB microSD memory  
card slot

LASER RANGEfINDER, OpTICS, 
ILLUmINATOR

•	 Laser rangefinder with 763yds range

•	 IR illuminator with 654yds  
night range 

•	 50mm, f/1.0, all-glass optical system 

•	 Wide 10° angular field of view at 6x  

•	 36x maximum digital magnification

•	 Includes daylight color  
enhancing filter

BUILD AND ERGONOmICS

•	 micro-USB-C power port 

•	 14°f to 122°f temperature range 

•	 Knurled rings assure a tight grip

•	 Ergonomic external design  

•	 folding rubber eyecups

INCLUDED ACCESSORIES

•	 Deluxe case

•	 padded neck strap 

•	 Daylight color-enhancing filter 

•	 8GB micro-SD memory card

•	 micro-USB-C cable & Video cable

Techincal Specifications on reverse side of this page.

LN-G3-B50 versatile digital binocular 
features a ground-breaking 2560x1440-
pixel Quad-HD CMOS sensor, which captures 
detailed high-resolution 16.1 MP images and 
motion-stabilized HD videos at up to 60 frames 
per second rate and allows you to store the 
data to up to 128GB micro-SD memory card or 
stream it live to your iOS or Android devices 
via Wi-Fi. With the two AMOLED-Q widescreen 
HD color displays inside the eyepieces, you 
will get an unparalleled viewing experience 
either in vivid natural colors or bright 
monochrome modes like black-and-white, 
‘Night Vision Green,’ or our new state-of-the-
art Amber color. To increase the contrast 
even more during the day, the unit also 
includes a daylight color-enhancing filter 
(installed into the lens cover cap). While the 
built-in laser rangefinder helps you obtain 
distance information to your game or objects 
in the scenery, the mighty infrared illuminator 
allows extending the visibility range to 654 
yards away in total darkness. 

Your unique experience with the LN-G3-B50 
digital night device does not end with its 
optical and electronic capabilities. Its 
contoured body and knurled control rings 
offer ergonomics and a snug grip, and the 
included deluxe case keeps it clean and 
dust-free during transport and storage. 
Able to withstand a wide range of outdoor 
temperatures (14 to 122°F), operate for 4.5 
hours on readily-available CR123A batteries, 
or accept standards micro-USB-C power 
inputs, this binocular can become a faithful 
partner on your night or day adventure for 
years to come.
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TECHNICAL  
SpECIfICATIONS
TECHNICAL 
SpECIfICATIONS
• Sensor Type:  CmOS, Quad-HD  
 digital sensor

• Sensor Resolution:  2560x1440 pixels

• Sensor Light Sensitivity:  0.002 lux

• Displays:  1280x720 AmOLED-Q  
 Quad-pixel HD widescreen 0.38 in (0.97 cm)  

• Display Color modes:  Color, B&W,  
 NV Green, Amber

• Still Image Resolution:  5360x3008,  
 16.1 mp

• Video Resolution:  60 fps: fHD; 30 fps:  
 fHD, QHD, 3mHD, HD

• Image Stabilization:  Yes, Electronic  
 (available at optical 6x only)

• Wi-fi Transmitter:  Yes

• mobile Compatibility:  iOS, Android

• magnification:  6x-36x

• Objective Lens:  50mm, f/1.0

• minimum focusing Distance:  2.6ft (80cm)

• Laser Rangefinder max Range:   
 763yds (700m)

• Nighttime Visibility Range:  654yds (600m)

• Integral IR Illuminator:  Yes, 850nm, 1W

• field of View:  10° maximum

• memory Card Slot:  micro-SD, up to 128GB

• Battery Type:  four 3V CR123A

• Operating Time (batteries):  4.5 hours, IR off

• Operating Temperature:  14°f to 122°f  
 (-10°C to 50°C)

• External power port:  micro-USB-C, 5V/2A

• Dimensions:  7.5 x 4.9 x 2.9 in  
 (190 x 126 x 76 mm)

• Weight:  2.2lb (980g)
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